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Proxim GX60™

Seguridad  
La transmisión inalámbrica está protegida mediante 
cifrado AES de 128 bits. 

Radio de banda ancha  
Con 14 GHz de espectro en gran parte no utilizado, 
la banda no licenciada de 60 GHz permite 
velocidades de datos de varios gigabits para 
ofrecer servicios de acceso fijo de alta capacidad 
a hogares y empresas, redes de infraestructura, 
ciudades inteligentes y Wi-Fi público. 

Seguridad de gestión   
Las opciones de gestión incluyen una interfaz web 
GUI con TLS 1.3, así como SNMP v3 (solo lectura) 
para la supervisión con ProximVision Advanced y 
otras soluciones de gestión de red.

Funciones de red y VLAN El GX60   
Proporciona dos VLAN independientes, una VLAN 
de gestión y una VLAN de datos. Información 
adicional sobre las VLAN: 

•	 La VLAN de datos admite tramas etiquetadas 
automáticamente o sin etiquetas sobre enlaces 
inalámbricos. 

•	 Una dirección IP alternativa/local garantiza 
acceso IPv4 de respaldo. 

•	 La dirección IP estática local en modo bridge, 
permite el acceso a la interfaz de usuario local a 
través de la red de datos. 

Resumen del producto

El Proxim GX60™ es una plataforma de radio 
exterior multi-gigabit que ofrece conectividad de 
alto rendimiento a una fracción del costo de una 
infraestructura de fibra. Opera en la banda  
no licenciada de 60 GHz (57-71 GHz). Proporciona 
hasta 2 Gbps de throughput en topologías punto 
a punto y punto a multipunto, e incluye una antena 
integrada con beam-forming de 90° para una 
alineación sencilla. El GX60 puede combinarse con 
kits de antenas externa para convertirse en una 
radio con una antena altamente direccional. 

•	 Funciona como radio base o remoto (cliente) y 
Punto a Punto 

•	 Rango de frecuencia: 57–71 GHz 

•	 Arquitectura avanzada de red y VLANs 

•	 Ethernet 2,5 Gbps con POE de entrada (PD), 
Ethernet 1 Gbps con POE out (PSE)

Plataforma de radio Multi-Gigabit de 60 GHz
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Specifications

PRODUCT MODELS

GX60-6019X-WD Proxim GX60™ unit, 2 Gbps, 16 dBi - 90 degree Beamforming Phase Array - WD PoE PN: 915-00003

INTERFACES

WIRED ETHERNET One auto MDI-X RJ45 2.5 Gbps Ethernet with 802.3at PoE in
One auto MDI-X RJ45 1 Gbps Ethernet with 48 VDC - 0.5 A PoE out

WIRELESS PROTOCOL proprietary TDMA scheduling protocol 

RADIO & TX SPECS

STATION SCHEDULING TDMA: dynamic scheduling mechanism 

DUPLEXING TDD

FREQUENCY 57-71 GHz: Full (channels: 1-6), half (channels: 1-11) (Subject to Country Regulations)

CHANNEL SIZE Full (2 GHz), half (1 GHz) 

Max EIRP 38 dBm (integrated antenna), up to 60 dBm with antenna kit

ANTENNA 

GX60-6019X 16 dBi 3D beamforming phased array with +/- 45° azimuth (90° total) and +/- 25° elevation (50° total). 

MANAGEMENT

REMOTE Web GUI and TLS 1.3, SNMP v1/v2c/v3 and RESTful API

OTHER Syslog, NTP, LLDP

SECURITY

ENCRYPTION AES 128 + GCMP

AUTHENTICATION Web user access control via local list or Radius based Authentication

NETWORK

MODES Bridging

IP STACK IPv4 and IPv6

VLAN 802.1Q: Management VLAN. Transparent, Access (client only). QinQ double tagging  

POWER

802.3at compliant

POWER CONSUMPTION

17 W (41 W with PoE out)

ENVIRONMENTAL SPECS OPERATING 
TEMPERATURE

STORAGE
TEMPERATURE

HUMIDITY - IP RATING WIND LOADING

-30º to 55ºC 100% relative humidity 180 km/h (112.5 mph)

-22º to 131º Fahrenheit IP67

PHYSICAL SPECS DIMENSIONS (Shipping 
Carton) 

DIMENSIONS 
UNPACKAGED

WEIGHT (Shipping 
Carton) 

WEIGHT (UNPACKAGED)

GX60-6019X 130 x 120 x 55 mm 
(5 x 5 x 2 in) 

0.425 kg 
(0.94 lbs)  
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SAFETY STANDARDS

IEC 62368-1:2018
EN IEC 62368-1:2020+A11:2020
BS EN IEC 62368-1:2020+A11:2020
UL 62368-1:2019, CSA C22.2 No. 62368-1:19

CERTIFICATIONS

USA EMC/EMI: CFR47, FCC part 15, Subpart B (class B)  
RF: FCC part 15, Subpart C

CANADA EMC/EMI: ICES-003 issue 7:2020 (class B)  
RF: RSS-210 issue 11:2024

EUROPE EMC/EMI: EN 55032:2015+A1:2020, EN 55035:2017+A11:2020  
HEALTH: EN 50385:2017
RED: EN 301 489-1, EN 301 489-17, EN 303 722

UK EMC/EMI: BS EN 55032:2015+A1:2020, BS EN 55035:2017+A11:2020  
HEALTH: BS EN 50385:2017
UKCA: EN 301 489-1, EN 301 489-17, EN 303 722

PACKAGE CONTENTS

•	 One Proxim GX60-6019X unit with integrated 90-degree beam forming antenna  
•	 Two PG16 weather proofing cable glands
•	 One power injectors and country specific power cords 
•	 One mounting backplate and hose clamp

MTBF & WARRANTY

>450 000 hours, 1-year warranty.
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Antenna Gain 33dBi

Beam Steering 6º x 6º

Dimensions (approximate) 5inx5inx5in (13cmx13cmx13cm)

Mounting Bracket L-style bracket included

Antenna Gain 37dBi

Beam Steering 4º x 4º

Dimensions (approximate) 7inx6inx6in (18cmx15cmx15cm)

Mounting Bracket Not included (GX60-MNT recommended)

Antenna Gain 42dBi

Beam Steering 2º x 2º

Dimensions (approximate) 12inx12inx3in (30cmx30cmx8cm)

Mounting Bracket Not included (GX60-MNT recommended)

Antenna Gain 30dBi

Beam Steering 90º x 10º

Dimensions (approximate) 7inx12inx6in (18cmx30cmx15cm)

Mounting Bracket Not included (GX60-MNT recommended)

Dimensions (approximate) 6inx4inx4in (15cmx10cmx10cm)

Max Pole Diameter 50mm/2in with included clamp;
unlimited with hose clamp (not incl.)

Elevation Adjustment +/- 15º

Azimuth Adjustment +/- 15º

GX60-0633-AK

GX60-0437-AK

GX60-0242-AK

GX60-9030-AK

GX60-MNT

ANTENNA KITS

Antena integrada de GX60 y kits de antena externa Proxim

El GX60 incluye una antena integrada con beam-forming de 90° y puede combinarse con un kit de antena 
Proxim para convertir la cobertura de un haz amplio orientable a una solución altamente direccional.

Los kits modulares se instalan rápidamente y permiten a los instaladores ajustar el rendimiento según la 
distancia, la densidad y el terreno, desde enlaces PMP de corto alcance hasta enlaces PTP de precisión a 
larga distancia. Cada kit incorpora formación de haz y patrones de radiación diferenciados.

Los kits de antena se solicitan por separado del dispositivo GX60. Los siguientes kits opcionales de antena 
direccional de alta ganancia son compatibles con el GX60:
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ANTENNA PATTERNS 

GX60-0242-AK

H-pol Azimuth

270 90

0

180

60 GHz-20

-10

0

10

20

30

40

H-pol Elevation

270 90

0

180

-20

-10

0

10

20

30

40

60 GHz

H-pol Azimuth H-pol Elevation

GX60-0437-AK

H-pol Azimuth H-pol ElevationH-pol Azimuth

270 90

0

180

60 GHz-20

-10

0

10

20

30

40

H-pol Elevation

270 90

0

180

60 GHz-20

-10

0

10

20

30

40

GX60-0633-AK

H-pol Azimuth H-pol Elevation
H-pol Azimuth

270 90

0

180

60 GHz-20

-10

0

10

20

30

H-pol Elevation

270 90

0

180

60 GHz-20

-10

0

10

20

30



6Proxim Wireless Corporation
2114 Ringwood Ave, San Jose, CA 95131, USA
www.proxim.com

Acerca de Nosotros :
Proxim Wireless es un líder global en soluciones avanzadas de WiFi y banda ancha inalámbrica que entregan 
comunicaciones de alta disponibilidad y desempeño.
Celebrando 40 años de soluciones inalámbricas innovadoras, Proxim es reconocido por su fiabilidad sin parangón, 
desempeño superior y su búsqueda de la innovación.

© 2026 Proxim Wireless Corporation. All rights reserved. Proxim is a registered trademark and the Proxim logo is a trademark of Proxim Wireless Corporation.  
All other trademarks mentioned herein are property of their respective owners. Specifications are subject to change without notice.
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Ordering Information

Commcode Description CPN

GX60-9030-AK Proxim GX60 Antenna Kit, 30 dBi - 90 degree, No Moun 949-00176

GX60-0633-AK Proxim GX60 Antenna Kit, 33 dBi - 06 degree, Mounting Bracket 949-00177

GX60-0437-AK Proxim GX60 Antenna Kit, 37 dBi - 04 degree, No Mount 949-00178

GX60-0242-AK Proxim GX60 Antenna Kit, 42 dBi - 02 degree, No Mount 949-00179

GX60-MNT Proxim GX60 Precision Mounting Bracket 949-00180


